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	Braided Hose

	APPLICATION: high pressure hydraulic lines; high-pressure cleaning machines for cold and hot water.


			
				
					[image: ]
					1SN EN 853 / SAE 100 R1 AT

					
												Applicable Standard
EN 853 1SN
SAE J517 100 R1 AT


						
												Liner
Oil resistant synthetic rubber

																		Reinforcement
One braid of high tensile steel wire

																		Cover
Oil and weather resistant black synthetic rubber, flame resistant cover MSHA approved available on demand

																		Application
High pressure hydraulic lines

																	


										
																		Hydraulics Oils: from -40°C to 100°C (from -40ºF to 212ºF)

																		Water Glycol Hydraulic Fluids: from -40°C to 70°C (from -40ºF to 158ºF)

																		Water: from 0°C to 70°C (from 32ºF to 158ºF)

																		Air: up to 70°C (up to 158ºF)

											

					
					▶ product details...

					
					[image: ]EN 853 1SN **  / SAE  100 R1 AT */*"  WP *** bar  ( **** psi ) 
					
				



				
			
	
				
					[image: ]
					1SN EN 853 / SAE 100 R1 AT HIGH-TEMPERATURE 150°C

					
												Applicable Standard
Exceeds EN 853 1SN
Exceeds SAE J517 100 R1 AT


						
												Liner
Oil resistant synthetic rubber

																		Reinforcement
One braid of high tensile steel wire

																		Cover
Oil and weather resistant black synthetic rubber

																		Application
High pressure and high temperature hydraulics lines

																	


										
																		Hydraulics Oils: from -40°C to 150°C (from -40ºF to 302ºF)

																													

					
					▶ product details...

					
					[image: ]EN 853 1SNHT **  / SAE  100 R1 AT */*" +150°C  WP *** bar  ( **** psi ) 
					
				



				
			
	
				
					[image: ]
					1SN EN 853 / SAE 100 R1 AT HIGH-TEMPERATURE 150°C BLUE COVER

					
												Applicable Standard
Exceeds EN 853 1SN
Exceeds SAE J517 100 R1 AT


						
												Liner
Oil resistant synthetic rubber

																		Reinforcement
One braid of high tensile steel wire

																		Cover
Oil and weather resistant blue synthetic rubber

																		Application
High pressure and high temperature hydraulics lines

																	


										
																		Hydraulics Oils: from -40°C to 150°C (from -40ºF to 302ºF)

																													

					
					▶ product details...

					
					[image: ]EN 853 1SNHT **  / SAE  100 R1 AT */*" +150°C  WP *** bar  ( **** psi ) 
					
				



				
			
	
				
					[image: ]
					2SN EN 853 / SAE 100 R2 AT

					
												Applicable Standard
EN 853 2SN
SAE J517 100 R2 AT


						
												Liner
Oil resistant synthetic rubber

																		Reinforcement
Two braids of high tensile steel wire

																		Cover
Oil and weather resistant black synthetic rubber, flame resistant cover MSHA approved available on demand

																		Application
High pressure hydraulic lines

																	


										
																		Hydraulics Oils: from -40°C to 100°C (from -40ºF to 212ºF)

																		Water Glycol Hydraulic Fluids: from -40°C to 70°C (from -40ºF to 158ºF)

																		Water: from 0°C to 70°C (from 32ºF to 158ºF)

																		Air: up to 70°C (up to 158ºF)

											

					
					▶ product details...

					
					[image: ]EN 853 2SN **  / SAE  100 R2 AT */*"  WP *** bar  ( **** psi ) 
					
				



				
			
	
				
					[image: ]
					2SN EN 853 / SAE 100 R2 AT HIGH-TEMPERATURE 150°C

					
												Applicable Standard
Exceeds EN 853 2SN
Exceeds SAE J517 100 R2 AT


						
												Liner
Oil resistant synthetic rubber

																		Reinforcement
Two braids of high tensile steel wire

																		Cover
Oil and weather resistant black synthetic rubber

																		Application
High pressure and high temperature hydraulics lines

																	


										
																		Hydraulics Oils: from -40°C to 150°C (from -40ºF to 302ºF)

																													

					
					▶ product details...

					
					[image: ]EN 853 2SNHT **  / SAE  100 R2 AT */*" +150°C  WP *** bar  ( **** psi ) 
					
				



				
			
	
				
					[image: ]
					2SN EN 853 / SAE 100 R2 AT HIGH-TEMPERATURE 150°C BLUE COVER

					
												Applicable Standard
Exceeds EN 853 2SN
Exceeds SAE J517 100 R2 AT


						
												Liner
Oil resistant synthetic rubber

																		Reinforcement
Two braids of high tensile steel wire

																		Cover
Oil and weather resistant blue synthetic rubber

																		Application
High pressure and high temperature hydraulics lines

																	


										
																		Hydraulics Oils: from -40°C to 150°C (from -40ºF to 302ºF)

																													

					
					▶ product details...

					
					[image: ]EN 853 2SNHT **  / SAE  100 R2 AT */*" +150°C  WP *** bar  ( **** psi ) 
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					1SC EN 857

					
												Applicable Standard
EN 857 1SC


						
												Liner
Oil resistant synthetic rubber

																		Reinforcement
One braid of high tensile steel wire

																		Cover
Oil and weather resistant black synthetic rubber, flame resistant cover MSHA approved available on demand

																		Application
High pressure hydraulic lines

																	


										
																		Hydraulics Oils: from -40°C to 100°C (from -40ºF to 212ºF)

																		Water Glycol Hydraulic Fluids: from -40°C to 70°C (from -40ºF to 158ºF)

																		Water: from 0°C to 70°C (from 32ºF to 158ºF)

																		Air: up to 70°C (up to 158ºF)

											

					
					▶ product details...

					
					[image: ]EN 857 1SC ** */*"  WP *** bar  ( **** psi ) 
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					2SC EN 857 / SAE 100 R16 

					
												Applicable Standard
EN 857 2SC
SAE J517 100 R16


						
												Liner
Oil resistant synthetic rubber

																		Reinforcement
Two braids of high tensile steel wire

																		Cover
Oil and weather resistant black synthetic rubber, flame resistant cover MSHA approved available on demand

																		Application
High pressure hydraulic lines

																	


										
																		Hydraulics Oils: from -40°C to 100°C (from -40ºF to 212ºF)

																		Water Glycol Hydraulic Fluids: from -40°C to 70°C (from -40ºF to 158ºF)

																		Water: from 0°C to 70°C (from 32ºF to 158ºF)

																		Air: up to 70°C (up to 158ºF)

											

					
					▶ product details...

					
					[image: ]EN 857 2SC **  / SAE  100 R16 */*"  WP *** bar  ( **** psi ) 
					
				



				
			
	
				
					[image: ]
					2SC EN 857 / SAE 100 R16  HIGH-PRESSURE

					
												Applicable Standard
Exceeds EN 857 2SC
Exceeds SAE J517 100 R16


						
												Liner
Oil resistant synthetic rubber

																		Reinforcement
Two braids of high tensile steel wire

																		Cover
Oil and weather resistant black synthetic rubber, flame resistant cover MSHA approved available on demand

																		Application
High pressure hydraulic lines

																	


										
																		Hydraulics Oils: from -40°C to 100°C (from -40ºF to 212ºF)

																		Water Glycol Hydraulic Fluids: from -40°C to 70°C (from -40ºF to 158ºF)

																		Water: from 0°C to 70°C (from 32ºF to 158ºF)

																		Air: up to 70°C (up to 158ºF)

											

					
					▶ product details...

					
					[image: ]EN 857 2SCHP **  / exceeds SAE  100 R16 */*"  WP *** bar  ( **** psi ) 
					
				



				
			
	
				
					[image: ]
					2SC EN 857 / SAE 100 R16  HIGH-PRESSURE TOUGHGUARD™

					
												Applicable Standard
Exceeds EN 857 2SC
Exceeds SAE J517 100 R16


						
												Liner
Oil resistant synthetic rubber

																		Reinforcement
Two braids of high tensile steel wire

																		Cover
Oil and weather resistant black synthetic rubber, ToughGuard™ for greater abrasion resistance

																		Application
High pressure hydraulic lines

																	


										
																		Hydraulics Oils: from -40°C to 100°C (from -40ºF to 212ºF)

																		Water Glycol Hydraulic Fluids: from -40°C to 70°C (from -40ºF to 158ºF)

																		Water: from 0°C to 70°C (from 32ºF to 158ºF)

																		Air: up to 70°C (up to 158ºF)

											

					
					▶ product details...

					
					[image: ]EN 857 2SCHP **  / exceeds SAE  100 R16 */*" ToughGuard ™ WP *** bar  ( **** psi ) 
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					2SC EN 857 PLUS MSHA 120°C

					
												Applicable Standard
Exceeds EN 857 2SC
Exceeds SAE J517 100 R16


						
												Liner
Oil resistant synthetic rubber

																		Reinforcement
Two braids of high tensile steel wire

																		Cover
Oil and weather resistant black synthetic rubber MSHA approved

																		Application
High pressure hydraulic lines. Approved to the double of minimum impulse cycles required with smaller bend-radius

																	


										
																		Hydraulics Oils: from -40°C to 120°C (from -40ºF to 248ºF)

																		Water Glycol Hydraulic Fluids: from -40°C to 70°C (from -40ºF to 158ºF)

																		Water: from 0°C to 70°C (from 32ºF to 158ºF)

																		Air: up to 70°C (up to 158ºF)

											

					
					▶ product details...

					
					[image: ]EN 857 2SCPlus **  / exceeds SAE  100 R16 */*" +120°C  WP *** bar  ( **** psi ) MSHA IC-***/**
					
				



				
			
	
				
					[image: ]
					2SC EN 857 PLUS MSHA 120°C TOUGHGUARD™

					
												Applicable Standard
Exceeds EN 857 2SC
Exceeds SAE J517 100 R16


						
												Liner
Oil resistant synthetic rubber

																		Reinforcement
Two braids of high tensile steel wire

																		Cover
Oil and weather resistant black synthetic rubber MSHA approved, ToughGuard™ for greater abrasion resistance

																		Application
High pressure hydraulic lines. Approved to the double of minimum impulse cycles required with smaller bend-radius

																	


										
																		Hydraulics Oils: from -40°C to 120°C (from -40ºF to 248ºF)

																		Water Glycol Hydraulic Fluids: from -40°C to 70°C (from -40ºF to 158ºF)

																		Water: from 0°C to 70°C (from 32ºF to 158ºF)

																		Air: up to 70°C (up to 158ºF)

											

					
					▶ product details...

					
					[image: ]EN 857 2SCPlus **  / exceeds SAE  100 R16 */*" +120°C ToughGuard ™ WP *** bar  ( **** psi ) MSHA IC-***/**
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					R17 SAE 100 R17

					
												Applicable Standard
SAE J517 100 R17


						
												Liner
Oil resistant synthetic rubber

																		Reinforcement
One or two braids of steel wire

																		Cover
Oil and weather resistant black synthetic rubber, flame resistant cover MSHA approved available on demand

																		Application
High pressure hydraulic lines

																	


										
																		Hydraulics Oils: from -40°C to 100°C (from -40ºF to 212ºF)

																		Water Glycol Hydraulic Fluids: from -40°C to 70°C (from -40ºF to 158ºF)

																		Water: from 0°C to 70°C (from 32ºF to 158ºF)

																		Air: up to 70°C (up to 158ºF)

											

					
					▶ product details...

					
					[image: ]SAE  100 R17 ** */*"  WP *** bar  ( **** psi ) 
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					SUPERCLEAN 21 BLACK COVER

					
												Applicable Standard
Hose dimensions according to EN 853 1SN
Hose applications according to EN 1829-2 


						
												Liner
Water resistant synthetic rubber

																		Reinforcement
One braid of high tensile steel wire

																		Cover
Oil and weather resistant black synthetic rubber

																		Application
High-pressure cleaning machines for cold and hot water. Not to be used in steam or high-temperature hydraulics applications  

																	


										
												Temperature
Cold and hot water up to 150°C (302°F), with usual cleaning ingredients

																																			

					
					▶ product details...

					
					[image: ]SuperClean 21 ** */*" +150°C  WP *** bar 
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					SUPERCLEAN 21 BLUE COVER

					
												Applicable Standard
Hose dimensions according to EN 853 1SN
Hose applications according to EN 1829-2 


						
												Liner
Water resistant synthetic rubber

																		Reinforcement
One braid of high tensile steel wire

																		Cover
Oil and weather resistant blue synthetic rubber

																		Application
High-pressure cleaning machines for cold and hot water. Not to be used in steam or high-temperature hydraulics applications  

																	


										
												Temperature
Cold and hot water up to 150°C (302°F), with usual cleaning ingredients

																																			

					
					▶ product details...

					
					[image: ]SuperClean 21 ** */*" +150°C  WP *** bar 
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					SUPERCLEAN 40 BLACK COVER

					
												Applicable Standard
Hose dimensions according to EN 857 2SC
Hose applications according to EN 1829-2 


						
												Liner
Water resistant synthetic rubber

																		Reinforcement
Two braids of high tensile steel wire

																		Cover
Oil and weather resistant black synthetic rubber

																		Application
High-pressure cleaning machines for cold and hot water. Not to be used in steam or high-temperature hydraulics applications  

																	


										
												Temperature
Cold and hot water up to 150°C (302°F), with usual cleaning ingredients

																																			

					
					▶ product details...

					
					[image: ]SuperClean 40 ** */*" +150°C  WP *** bar 
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					SUPERCLEAN 40 BLUE COVER

					
												Applicable Standard
Hose dimensions according to EN 857 2SC
Hose applications according to EN 1829-2 


						
												Liner
Water resistant synthetic rubber

																		Reinforcement
Two braids of high tensile steel wire

																		Cover
Oil and weather resistant blue synthetic rubber

																		Application
High-pressure cleaning machines for cold and hot water. Not to be used in steam or high-temperature hydraulics applications  

																	


										
												Temperature
Cold and hot water up to 150°C (302°F), with usual cleaning ingredients

																																			

					
					▶ product details...

					
					[image: ]SuperClean 40 ** */*" +150°C  WP *** bar 
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					Pilot Line Hose

					
												Applicable Standard
CFS specification


						
												Liner
Oil resistant synthetic rubber

																		Reinforcement
One braid of high tensile steel wire

																		Cover
Oil and weather resistant black synthetic rubber MSHA approved

																		Application
Pilot lines

																	


										
																		Hydraulics Oils: from -40°C to 121°C (from -40ºF to 250ºF)

																													

					
					▶ product details...

					
					[image: ]PILOT HOSE ** */*"  WP *** bar  ( **** psi ) MSHA IC-***/**
					
				



				
			







						
					
								Digital Brochures

								Free download of the latest version of Adobe Acrobat Reader.

								HOSES 
HM_2021-03(x).pdf

														English, Italiano, Français, Deutsch, Español, Português

														COUPLINGS
CM_2015-11d(x).pdf
English, Italiano, Français, Deutsch, Español, Português.
MACHINES AND TOOLING EQUIPMENT
ME_2014-10Mb(x).pdf
English
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