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	Textile Braided Hose

	APPLICATION: suction and return line on hydraulic systems; medium pressure hydraulic lines.
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					R4 SAE 100 R4

					
												Applicable Standard
SAE J517 100 R4


						
												Liner
Oil resistant synthetic rubber

																		Reinforcement
Textile reinforcement with helix steel wire

																		Cover
Oil and weather resistant black synthetic rubber

																		Application
Suction and return line on hydraulic systems

																	


										
																		Hydraulics Oils: from -40°C to 100°C (from -40ºF to 212ºF)

																		Water Glycol Hydraulic Fluids: from -40°C to 70°C (from -40ºF to 158ºF)

																		Water: from 0°C to 70°C (from 32ºF to 158ºF)

																		Air: up to 70°C (up to 158ºF)

											

					
					▶ product details...

					
					[image: ]SAE  100 R4 */*"  WP *** bar  ( **** psi ) 
					
				



				
			
	
				
					[image: ]
					R4 SAE 100 R4 PLUS MSHA

					
												Applicable Standard
Exceeds SAE J517 100 R4


						
												Liner
Oil resistant synthetic rubber

																		Reinforcement
Textile reinforcement with helix steel wire

																		Cover
Oil and weather resistant black synthetic rubber MSHA approved

																		Application
Suction and return line on hydraulic systems

																	


										
																		Hydraulics Oils: from -40°C to 135°C (from -40ºF to 275ºF)

																		Water Glycol Hydraulic Fluids: from -40°C to 70°C (from -40ºF to 158ºF)

																		Water: from 0°C to 70°C (from 32ºF to 158ºF)

																		Air: up to 70°C (up to 158ºF)

											

					
					▶ product details...
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					R5 SAE 100 R5

					
												Applicable Standard
SAE J517 100 R5


						
												Liner
Oil resistant synthetic rubber

																		Reinforcement
One braid of high tensile steel wire

																		Cover
Polyester black textile braid

																		Application
Medium pressure hydraulic lines

																	


										
																		Hydraulics Oils: from -40°C to 120°C (from -40ºF to 248ºF)

																		Water Glycol Hydraulic Fluids: from -40°C to 70°C (from -40ºF to 158ºF)

																		Water: from 0°C to 70°C (from 32ºF to 158ºF)

																		Air: up to 70°C (up to 158ºF)

											

					
					▶ product details...
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					SAE 100 R6

					
												Applicable Standard
SAE J517 100 R6


						
												Liner
Oil resistant synthetic rubber

																		Reinforcement
One textile braid

																		Cover
Oil and weather resistant black synthetic rubber

																		Application
Medium pressure hydraulic lines

																	


										
																		Hydraulics Oils: from -40°C to 100°C (from -40ºF to 212ºF)

																		Water Glycol Hydraulic Fluids: from -40°C to 70°C (from -40ºF to 158ºF)

																		Water: from 0°C to 70°C (from 32ºF to 158ºF)

																		Air: up to 70°C (up to 158ºF)

											

					
					▶ product details...
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								Digital Brochures

								Free download of the latest version of Adobe Acrobat Reader.

								HOSES 
HM_2021-03(x).pdf

														English, Italiano, Français, Deutsch, Español, Português

														COUPLINGS
CM_2015-11d(x).pdf
English, Italiano, Français, Deutsch, Español, Português.
MACHINES AND TOOLING EQUIPMENT
ME_2014-10Mb(x).pdf
English
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